00—215 Removal and installation of front engine stop 








Tightening torques Nm (kpm) 
Nut (32) for adjusting screw, type 115.1 00 ggg 
Bolts (35), type 115.1 | | 20 (2) 
Adjusting — (31), type 123.1 p 130 (13) 
Bolts (35), type 123.1 | 30 i (3) 


Special tools 


Torque wrench handle 20—100 Nm (2—10 kpm} 001 589 35 21 00 


001 589 44 21 00 





Torque wrench handle 50—200 Nm (5—20 kpm) 


Attachable ratchet, 1/2” drive for Ba 
r s a 4 
torque wrench handle - 001 589 42 09 00 


Shop-made too! 


k 114.5 = 31505m 


Gauge to adjust front engine stop 
(type 123.1) 
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A. Engine 615 in type 115.1 


Note 


On engine model 615 in type 115.1, the engine stop is 
attached to the end of the engine; on engine models 
615, 616, 617 in type 123.1, the stop is positioned 
beneath the engine between the oil pan and cross- 
member. 
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Engine stops with porous or cracked fastening arms 
(arrows) are to be exchanged. 


This will also apply if the vulcanized plastic pads are 
found to be worn out. 
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Removal 


1 Unscrew nut (32) and withdraw adjusting screw 
(31). 


2 Remove plate (39). 
3 Unscrew nuts (34) and withdraw bolts (35). 


4 Remove engine stop (33) and strap (37). 


31 Adjusting screw 
32 NutM12x 1.5 
33 Engine stop 


34 NutM8 

35 BoltM8x 25 
37 Strap 

38 Lock washer 
39 Plate 
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Installation 


5 Insert engine stop (33) and place strap (37) in 
position. 


6 Insert bolts (35) and screw nuts on. 


7 ‘Insert plate (39) and adjusting screw (31). 
8 Screw nut (32) on but do not tighten. 
9 Adjust engine stop (00—220). 


10 Tighten bolts (35) and nut (32) to correct 
torque setting. 


B. Type 123.1 


Engine model 617 with two engine shock absorbers 
does not have the engine stop. 


Removal 


1 Turn steering to full left or right lock. 


2 Lift up retainer (30) at front engine stop and 


swing away to one side. Remove adjusting screw (31). 


3 Unscrew nuts (34). 


4 Remove engine stop (33) with strap (37). 
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30 Retainer 

31 Adjusting screw | b 

33 Enginestop | fh .d| \\& }}}87 ! 

34 NutM8 | | bre 

35 Bolt M8 x 32 ! 

36 Bolt M 8 x 32 wa R777 OZTION ! 

37 Strap re = ae Bi 4 

1002 7130/2 bL ZS C4 4 | | | 

33 31 30 

installation 


5 Place engine stop (33) and strap (37) in position. 
6 Insert bolts (35) and apply nuts (34). 


7 \f any, release adjusting screw (11) at rear engine 
mount. 


8 Move engine by slightly rocking from side to side 
with your hands. 


9 Position shop-made gauge (01) on front enyine 
stop. 


10 Tighten nuts (34) and adjusting screw (31) to cor- 
rect torque setting. 


11 Withdraw gauge. 


12 Secure adjusting screw (31) with retainer (30). 


13 Tighten adjusting screw (11) at rear engine mount. 


004 ~215/4 



















35 35 
| N S S 
| PS e 
= YR 
NI IN 
k ; \ N 


e 
re | A 
= ASS CF 





34 3 





14 ey 16 


1004 -7782 | 
<3 17 


Sexe SSS teres. 
Ss 


Sos) 









N I 
OLA 

5 OO” NEZZTIIITP> 

TOZZI D 


7 
BYU 2 Le Pad ER OLED 


È 






1002 -7130/3 


